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SPOT (POINT) WELDER @)
Model
lem PDN-5 PDN-10-1 PDN-16-1 PDN-25 @
)
Tated Capacity(KVA) = 0 16 5 c
Mains Voltage (V) 220 380 380 380 H
Primary Current (A) 23 26 42 _ 66 9
Secondary Voltage (V) 1.09-1.8 1.5-3 1.6-3.2 1.76-3.52 =z
No.of RegulatingStep(Step) | 6 B SRR R— - — .8 ﬁ
Rate No. of Regulating Step (Step) 5 5 5 7 —
Duty Cycle (%) _ 20 _ 20 20 20 (=
Welding Thickness 02+02-15+15 03+03-1.8+1.8[05+05-25+25 1+1-3+3 '::]
(mildsteelsheet) | 18+18 2+2 3+3 414
Welding Thickness (mild steel rod)(mmj| 4+4 5+5 6+6 8+8
Arm Extension (mm}) 250 250(350) 250 (400) 250 (500)
Distance Between Arms (mm) 200 200 200 200
Working Stoke of Upper Electrode (mm) 20 20 20 20
Max. Elextrode Pressure (kg) 80 100 150 150
Cooling Water Consunption(l/hr) 90 100 100 120
Weight (kg) 60 70(78) 100(115) 130 (150)
Dimensions(cm) 72x32x100 75x32 100 90x35105 |100x40x110

This documents and its contents are proprietary and confidential and
may not be disclosed without express pemission in writing.



